Applications
RF Coaxial Conform to the Features Typical applications
— connector standards
series
| N MIL-C-39012, N series connectors Antennas, Base Stations, Cable
IEC169-16, with screw-coupling assemblies, Avionics , RF module wireless
CECC22210 provides a sturdy and base stations, Micro-wave measuring
reliable connection, equipment, Satcom ,Radar,
is a durable, weatherproof, Microwave Radio ,etc.
medium power RF connector.
7/16 DIN DIN47223,IEC169-4,| With screw-coupling Antennas, Mobile phone base stations,
CECC22190 mechanism, excellent Cable assemblies, RF module wireless
electrical properties, used base stations,etc.
for the transmission of high
power in transmitting stations
and low loss transmission
of received signals.
SPEC

The following performance values shown are typical and may not relate to all connector
styles available.

N series connectors suitable for corrugated copper coaxial cables

Conform to the standards:MIL-C-39012,IEC169-16,CECC22210

Electrical Characteristics

Characteristic Impedance 50Q
Frequency Range DC-11 GHz
Dielectric Withstanding Voltage 2500V

t tact: 1. Q
Contact Resistance Center contac om

Outer contact:0.2 mQ

Insulation Resistance 5000 MQ minimum
Insertion Loss 0.15dB @ 1 GHz typ.
RF Leakage -90 dB minimum @2-3 GHz

0-1GHz(including 1GHz),VSWR=<1.10
1-3.0GHz,VSWR=<1.15

3rd order Inter-Modulation Distortion =155dBc@2X20W

Mechanical Characteristics

VSWR(straight connector)

= © b
o It o

Center Contact Retention Force =28N
Coupling Torque(max) 1.70Nm
| Recommended 0.68Nm-1.13 Nm
Durability(connecting operations) 500 cycles minimum -
] 5
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Environmental Characteristics

Temperature Range

-55°Cto +155°C

Thermal Shock

MIL-STD-202 method 107, test condition B

Shock MIL-STD-202, method 213, test condition |
Vibration MIL-STD-202, method 204, test condition B
Humidity MIL-STD-202, method 106

Corrosion MIL-STD-202, method 101, test condition B

Material and Plating

Bodies(All RF surfaces)

Brass, trimetal or silver plated

Outer Contact

Brass, trimetal or silver plated

Center Contact

Male: Brass, silver plated

Female: Beryllium copper or phosphorous bronze, silver plated

Insulator

PTFE

Gaskets

Silicone rubber (weatherproof)

Coupling Nuts ,Cable clamp Metal Parts

Brass, nickel plated

7/16 DIN series connectors suitable for corrugated copper coaxial cables

Conform to the standards:DIN47223,IEC169-4,CECC22190

Electrical Characteristics

Characteristic Impedance 50Q
Frequency Range DC-7.5 GHz
Dielectric Withstanding Voltage 4000V

Contact Resistance

Insulation Resistance

Center contact:0.4 mQ
Outer contact :1.5 mQ
10000 MQ minimum

Insertion Loss

<0.10Xvf(GHz)(dB)

RF Leakage

128dB minimum @1GHz

VSWR(straight connector)

0-1GHz(including 1GHz),VSWR<1.10
1-3.0GHz,VSWR<1.15

3rd order Inter-Modulation Distortion =155dBc@2X20W
Mechanical Characteristics

Coupling Torque(max) 35Nm
Recommended 25Nm-30 Nm
Center Contact Retention Force =200N

Durability(connecting operations)

500 cycles minimum

Environmental Characteristics

Temperature Range -55°C to +155°C
Thermal Shock IEC 68-2-14
Immersion IEC 529, IP67
Corrosion IEC 68-2-11, Ka
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Mechanical Shock IEC 68-2-27
Material and Plating

Bodies(All RF surfaces) Brass, trimetal or silver plated
Outer Contact Brass, trimetal or silver plated

g Vibration |IEC 68-2-6 Fc

Male: Brass, silver plated

t tact
Center Contac Female: Beryllium copper or phosphorous bronze, silver plated
Insulator PTFE

Gaskets Silicone rubber (weatherproof)

Coupling Nuts ,Cable clamp Metal Parts | Brass, nickel plated

Products

P/N: N-J1/2"
Description: N-Straight plug-male-Suitable for 1/2" Superflexible Foam Dielectric Cable

SW19 SWi19 SWi19

W
1=

51(REF)

b21
$22.3

P/N: N-K1/2"

Description:N-Straight jack-Female-Suitable for 1/2" Superflexible Foam Dielectric Cable

SW19 SW19

5/8-24UNEF-2A
$22.3

M4
it

52(REF)

P/N:N-J7/8"

I Description:N-Straight Plug-male-Suitable for 7/8" Foam Dielectric Cable I
I SW=19 SW=32 SW=32
59.9 (REF) 25
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P/N:N-K7/8"

Description:N-Straight jack-Female -Suitable for 7/8" Foam Dielectric Cable
SW32 SW32
57.1(REF)

P/N:N-J5/4"
Description:N-Straight Plug-male-Suitable for 5/4" Foam Dielectric Cable
SW36 SW48
SW19
79(REF)

P/N:N-K5/4"
Description:N-Straight jack-Female -Suitable for 5/4" Foam Dielectric Cable

EL SW36 Sw48
81.1(REF)
P/N:N-J13/8"
Description:N-Straight plug-male-Suitable for 13/8" Foam Dielectric Cable
Sw46 L
SwW19
o [ g
94.7(REF)

P/N:N-K13/8"
Description:N-Straight jack -female-Suitable for 13/8" Foam Dielectric Cable
s SW46 SW59
96.8(REF)
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I P/N:DIN-J1/2"
Description: 7/16 DIN-Straight plug-male-Suitable for 1/2" Superflexible Foam Dielectric Cable
FW32 Sw21
SW19
R .
49.1(REF)

P/N: DIN-K1/2"
Description: 7/16 DIN-Straight jack-Female-Suitable for 1/2" Superflexible Foam Dielectric Cable
S Sw21 SW19
=
49.6(REF)

P/N: DIN-J7/8"
Description: 7/16 DIN-Straight Plug-male-Suitable for 7/8" Foam Dielectric Cable

SW32 SW32 SW32

W

58.1(REF)

$35.5

P/N: DIN-K7/8"

Description: 7/16 DIN-Straight jack -female-Suitable for 7/8" Foam Dielectric Cable

AP

SW32 SW32

1N
Ih;

‘ 53.7(REF)

M29X1.5

P/N: DIN-J5/4"

I Description: 7/16 DIN-Straight plug-male-Suitable for 5/4" Foam Dielectric Cable I
10
I SNER SW36 SwW48 I
: i 88.2(REF) 25
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P/N: DIN-K5/4"
Description: 7/16 DIN-Straight jack -female-Suitable for 5/4" Foam Dielectric Cable

SW36 Sw48

P/N:DIN-J13/8"
Description: 7/16 DIN-Straight plug-male-Suitable for 13/8" Foam Dielectric Cable

a2 =
=2

103.9(REF)

M29x1.5
b51

78.1(REF)

SW59

$63

P/N:7/16-K13/8"
Description: 7/16 DIN-Straight jack -female-Suitable for 13/8" Foam Dielectric Cable

SW46 SW59

i 93.8(REF)

P/N: DIN/N-50KJ
Description: Straight adapter-7/16 DIN female to N male

$63

(47)
[}
2/ — b X
< I
=
24/flat
P/N: DIN/N-50JK
Description: Straight adapter -7/16 DIN male to N female
(39.1)
§
o
z <
=) — -
3
£
w
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P/N: DIN/N-50JJ

g Description: Straight adapter -7/16 DIN male to N male

(46)

20
|
1
I
34

24/flat —

P/N: DIN/N-50KK
Description: Straight adapter-7/16 DIN female to N female

(39.5)
B _
&
] ] ] l‘l ’ ©
5 x
S | g
é L
(e}

24/flat -

P/N: DIN-J214
Description: 7/16 DIN-Straight plug-male-Suitable for RG214/U Cable

(39.5)

$31.8
==
|
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